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File Edit 0 -Tools Config Window  Help 07:54:27Z
- Rescore Current Contest 0-Zone
= Rescore last N Hours
1
o0 Download and Install Latest Check Partial file (master.scp) (Internet)
. ® 0 F Toggle Tune (CW mode) Ctrl+T
@ Download and !nstall latest N1IMM Lc‘>gger pdf manual (Internet)
16 Download and install latest country file (wl_cty.dat) (Internet)
Download and install language pack (Internet)
10 1
z Impo £ ountry list from downloaded file
BearingIni
Add call to country
UserText Tune to beacon for this band (20m - 10m)
SEND ) tadis B ki Update Call History with Current Log 28855
5 I Grid Squares - 0 rf Clear Call History then Update with Current Log [ = —1"
Turn Rotor Alt+) |
] Bands:1,8,35,7, 14 e 4X
= Stop Rotor Ctrl+Alt+) 58
E S8F873 Rebroadcast all Contest QSO's to other A TGP D4
= N3s ebroadcast all Con s to other Apps =
= Telnet Window Tools EA8
Jg Program Execution Logging (Diagnostics folder) 2 o | Eg
2 Save Window Positions e
M4 Restore Window Positions 3
= B Check for New Program Version and Install ;-éj
Radio Command Logging (Developer Debugging) '
— System Information

N1 Get Language Pack from Website

FILE NAME FILE DATE
Chinese.xml 2020-04-24

French.xml

erman.xm

DESCRIPTION
Chinese, V1.0 by BDSCEC

by F4CVQ

LAB/

rk in process,

erman, complete, Dy U

= -~ -

; b

Italian v1.1@0.xml  2@19-11-20 Italian. version 1.108. Complete, from IZ40SH
Polish.xml 2019-18-22 Polish, machine translation, from AB2ZY
PortugueseBrazi... 20819-10-22 Portuguese-Brazil, complete, from PPSXA

Russian.xml 2020-04-30 Russian by UA4ASE/6, RA3TT &amp; NA3M. Updated 29-|
Slovenian.xml 2020-04-18 Slovenian, incomplete, from S57U

Spanish.xml 2020-04-18 Spanish. Complete. From EASWA. Dated 2019-11-89

:' hiach X e e : iy : A :

'NIMMLogger.net

Language pack installed. Go to the Cenfigurer: > Configure Ports... > Other tab,
Language field to select the language you wish to use.
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X1 NIMM Logger ol ek |
File Edit View e Window  Hel 07:57:58Z
- - Confid,ye Ports, Mode Control, Winkey, etc... r7- b
Change Your Station Data...
160 Use llSet up Hardware, Function Keys, Digital Modes, Winkey, Mode Control, Antennas, Score
80
v ® ® Bn o Manage translations...
C Enter Sends Message (ESM mode) Ctrl+M F6 Spare
Spot All S&P QSO's . N
15 F7 Rpt Exch F12 Wipe
w0 e QSYing Wipes the Call & Spots QSO in Bandmap (S&P)
sc: Stop |
B — Grab Focus From Other Apps When Radio is Tuned 8
earinglnfo
C Do Not Automatically Switch to Run on CQ Frequency
Userfext Show Non-Workable Spots and Dupes in Bandmap €
Reset RX Freq to TX when QSO is Logged (Run & Split) A
3| M4 Grid Squares - 0 mults worl 2 7& <
[l Bands:1.8,35,7, 14,21,28 0 inex i _ ax1
= Set CQ Repeat Time (ms) (3000) Ctrl+R 581
- Dooowo : 9A N
&l IN38 TR CW / PH AutoSend Threshold... e %4\ :
ol Enable Call History Lookup EAS :
s Change CW/SSB/Digital Function Key Definitions > =1 Eg i
| Change Band Plan | B
m Score - 24 Manage Skins, Colors and Fonts... 23 |
= Band Change Operator Callsign Stored in Log Ctrl+O :tj—t‘ e
7 Change Exchange Abbreviations 2
B 14 SO2R » = C
21 WAE »
] 28 Clear *.ini File Settings
Total el 5
N1 Configurer ‘

] Hardware I Function Keys I Digﬂainkey | Mode Control | Ant I Score Reporting I Broadcast Data ] Audio I wsJ| ! | b

Letters Wav File Path Language

{Operator}\ [Englsh

Primary CW Speed Step SSB Tuning Tolerance (Hz) SSB Up/Down Arrow Incr (kHz)

2 300 0,10

Secondafy cw Speed CWTuning Tolerance (Hz) CW & ng Up/Down Arrow lnf:r Choisir French @
4 300 0,02

Rgpeatt'me in rrﬂasecs R’ITYTur!ing '!'o}erance PgUpIPwn lnqr V(kHz)»

3000 300 10,00

Default # Spots in SH/DX/ CW Weight

30 S0

Clear automatically populated exchange on callsign change
Per Operator Function Key Messages

[] MorseRunner Mode

Show text cursor position in inactive Entry\Window

|| Overwrite serial number in Entry Window

[] Mute mic on supported radios

Check for new program versions

CC Cabrillo to logs@supercheckpartial.com
[”| DualEntryWindow Frequency Tuning Indicator
|| Use Reverse CW Radio 1
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N1 programme N1IMM —llR=) i
Fichier ~Modifier Vue Outils | Config | Fenétre Aide 08:02:06Z
Configurer les ports, le contréle de mode, Winkey, etc ...

PH
Changer les données de votre station ...
160
o Utiliser Logger + Audio
- ® ®  Adi(RUN) @ S Gérer les traductions ...
L F158P CQ J[ F2 Excl Mode messages (ESM) Ctrl+M
Spot Tous les QSO de S & P
15 | F7Rptexch || FBAgn
v SY efface le QSO Call & Spots dans Bandmap (S & P
10 [ Esc: Stop J Al D Q Q P p( )

= Capturer la mise au point depuis d'autres applications lorsque la radio est syntonisée

BearingInfo . : :
Ne pas basculer automatiquement sur Actif (RUN) sur une fréquence CQ

Afficher les zones non exploitables et les doublons dans Bandmap

Réinitialiser Fréq RX en TX lorsque le QSO est enregistré (Actif RUN Split) (

Texte utilisateur
Setting up radios & bandmaps

\n-

X1 Grid Squares - 0 mults worked of 0

CQ Répéter Alt + R
Bands:1,8,3,5,7, 14, 21,28

- —_—

= Set CQ Repeat Time (ms) (3000) Ctrl+R
Dooowno
j IN38 eSS CW / PH Seuil Envoi Automatique ...
o Activer la recherche dans I'historique des appels
I Modifier les définitions de touche de fonction CW / SSB / numérique >
>

NIMM EST MAINTENANT EN FRANCAIS... BON -0
AMUSEMENT ET BON CONTEST b
73 DE FACVQ VINCENT X

| P e |
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DESIGN F4C/Q




